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Sky Canyon Retail, Riverside County
Scenario 6: 6 PM E+A+P

Intersection Settings

Priority Scheme

Free

Free

Stop

Flared Lane

No

Storage Area [veh]

Two-Stage Gap Acceptance

Yes

Number of Storage Spaces in Median

Movement, Approach, & Intersection Results

V/C, Movement V/C Ratio

0.02

0.01 0.14

d_M, Delay for Movement [s/veh]

7.35

9.84 9.03

Movement LOS

95th-Percentile Queue Length [veh/In]

0.06

0.00

0.00

0.52 0.52

95th-Percentile Queue Length [ft/In]

1.52

0.00

0.00

12.94 12.94

d_A, Approach Delay [s/veh]

2.75

0.00

9.08

Approach LOS

d_I, Intersection Delay [s/veh]

5.77

Intersection LOS

D-14



APPENDIX D-Il

EXISTING WITH PROJECT
WITH CUMULATIVE PROJECTS
TRAFFIC CONDITIONS
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Sky Canyon Retail, Riverside County

Scenario 13: 13 AM E+C+P

Intersection Level Of Service Report
Intersection 11: Winchester Road at Project Driveway 1

Control Type: Two-way stop Delay (sec / veh): 12.7
Analysis Method: HCM 2000 Level Of Service: B
Analysis Period: 15 minutes Volume to Capacity (v/c): 0.077

Intersection Setup
Name Winchester Road Winchester Road Project Driveway 1
Approach Northbound Southbound Westbound
Lane Configuration I I I r I I I r'
Turning Movement Thru Right Left Thru Left Right
Lane Width [ft] 12.00 12.00 12.00 12.00
No. of Lanes in Entry Pocket 0 0 0 0 0 0
Entry Pocket Length [ft]
No. of Lanes in Exit Pocket 0 0 0 0 0 0
Exit Pocket Length [ft]
Speed [mph] 55.00 55.00 30.00
Grade [%] 0.00 0.00 0.00
Crosswalk No No No
Volumes
Name Winchester Road Winchester Road Project Driveway 1
Base Volume Input [veh/h] 1464 91 2312 37
Base Volume Adjustment Factor 1.0000 1.0000 1.0000 1.0000
Heavy Vehicles Percentage [%)] 2.00 2.00 2.00 2.00
Growth Factor 1.0000 1.0000 1.0000 1.0000
In-Process Volume [veh/h] 0 0 0 0
Site-Generated Trips [veh/h] 0 0 0 0
Diverted Trips [veh/h] 0 0 0 0
Pass-by Trips [veh/h] 0 0 0 0
Existing Site Adjustment Volume [veh/h] 0 0 0 0
Other Volume [veh/h] 0 0 0 0
Total Hourly Volume [veh/h] 1464 91 2312 37
Peak Hour Factor 0.9500 0.9500 0.9500 0.9500
Other Adjustment Factor 1.0000 1.0000 1.0000 1.0000
Total 15-Minute Volume [veh/h] 385 24 608 10
Total Analysis Volume [veh/h] 1541 96 2434 39
Pedestrian Volume [ped/h]
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Sky Canyon Retail, Riverside County
Scenario 13: 13 AM E+C+P

Intersection Settings

Priority Scheme

Free

Free

Stop

Flared Lane

Storage Area [veh]

Two-Stage Gap Acceptance

No

Number of Storage Spaces in Median

Movement, Approach, & Intersection Results

V/C, Movement V/C Ratio

0.08

d_M, Delay for Movement [s/veh]

12.71

Movement LOS

95th-Percentile Queue Length [veh/In]

0.00

0.00

0.00

0.25

95th-Percentile Queue Length [ft/In]

0.00

0.00

0.00

6.24

d_A, Approach Delay [s/veh]

0.00

0.00

12.71

Approach LOS

d_I, Intersection Delay [s/veh]

0.12

Intersection LOS
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Sky Canyon Retail, Riverside County

Scenario 13: 13 AM E+C+P

Control Type:
Analysis Method:

Intersection Level Of Service Report
Intersection 12: Sky Canyon Road at Project Driveway 2

Two-way stop
HCM 6th Edition
15 minutes

Analysis Period:

Intersection Setup

Delay (sec / veh):
Level Of Service:
Volume to Capacity (v/c):

8.9

0.005

Name Sky Canyon Road Sky Canyon Road Project Driveway 2
Approach Northbound Southbound Eastbound
Lane Configuration '1 I I I I" T
Turning Movement Left Thru Thru Right Left Right
Lane Width [ft] 12.00 12.00 12.00 12.00 12.00 12.00
No. of Lanes in Entry Pocket 0 0 0 0 0 0
Entry Pocket Length [ft]
No. of Lanes in Exit Pocket 0 0 0 0 0 0
Exit Pocket Length [ft]
Speed [mph] 30.00 30.00 30.00
Grade [%] 0.00 0.00 0.00
Crosswalk No No No
Volumes
Name Sky Canyon Road Sky Canyon Road Project Driveway 2
Base Volume Input [veh/h] 7 17 7 11 5 0
Base Volume Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Heavy Vehicles Percentage [%)] 2.00 2.00 2.00 2.00 2.00 2.00
Growth Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
In-Process Volume [veh/h] 0 0 0 0 0 0
Site-Generated Trips [veh/h] 0 0 0 0 0 0
Diverted Trips [veh/h] 0 0 0 0 0 0
Pass-by Trips [veh/h] 0 0 0 0 0 0
Existing Site Adjustment Volume [veh/h] 0 0 0 0 0 0
Other Volume [veh/h] 0 0 0 0 0 0
Total Hourly Volume [veh/h] 7 17 7 11 5 0
Peak Hour Factor 0.9500 0.9500 0.9500 0.9500 0.9500 0.9500
Other Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Total 15-Minute Volume [veh/h] 2 4 2 3 1 0
Total Analysis Volume [veh/h] 7 18 7 12 5 0

Pedestrian Volume [ped/h]
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Sky Canyon Retail, Riverside County
Scenario 13: 13 AM E+C+P

Intersection Settings

Priority Scheme

Free

Free

Stop

Flared Lane

No

Storage Area [veh]

Two-Stage Gap Acceptance

Yes

Number of Storage Spaces in Median

Movement, Approach, & Intersection Results

V/C, Movement V/C Ratio

0.00

0.01 0.00

d_M, Delay for Movement [s/veh]

7.27

8.86

Movement LOS

95th-Percentile Queue Length [veh/In]

0.01

0.00

0.00

0.00 0.02

95th-Percentile Queue Length [ft/In]

0.33

0.00

0.00

0.00 0.40

d_A, Approach Delay [s/veh]

2.03

0.00

8.86

Approach LOS

d_I, Intersection Delay [s/veh]

1.94

Intersection LOS
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Sky Canyon Retail, Riverside County

Scenario 13: 13 AM E+C+P

Control Type:
Analysis Method:

Intersection Level Of Service Report
Intersection 13: Sky Canyon Road at Project Driveway 3

Two-way stop
HCM 6th Edition
15 minutes

Analysis Period:

Intersection Setup

Delay (sec / veh):
Level Of Service:
Volume to Capacity (v/c):

9.2

0.006

Name Sky Canyon Road Sky Canyon Road Project Driveway 3
Approach Northbound Southbound Eastbound
Lane Configuration '1 I I I I" T
Turning Movement Left Thru Thru Right Left Right
Lane Width [ft] 12.00 12.00 12.00 12.00 12.00 12.00
No. of Lanes in Entry Pocket 0 0 0 0 0 0
Entry Pocket Length [ft]
No. of Lanes in Exit Pocket 0 0 0 0 0 0
Exit Pocket Length [ft]
Speed [mph] 30.00 30.00 30.00
Grade [%] 0.00 0.00 0.00
Crosswalk No No No
Volumes
Name Sky Canyon Road Sky Canyon Road Project Driveway 3
Base Volume Input [veh/h] 18 19 7 0 5 66
Base Volume Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Heavy Vehicles Percentage [%)] 2.00 2.00 2.00 2.00 2.00 2.00
Growth Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
In-Process Volume [veh/h] 0 0 0 0 0 0
Site-Generated Trips [veh/h] 0 0 0 0 0 0
Diverted Trips [veh/h] 0 0 0 0 0 0
Pass-by Trips [veh/h] 0 0 0 0 0 0
Existing Site Adjustment Volume [veh/h] 0 0 0 0 0 0
Other Volume [veh/h] 0 0 0 0 0 0
Total Hourly Volume [veh/h] 18 19 7 0 5 66
Peak Hour Factor 0.9500 0.9500 0.9500 0.9500 0.9500 0.9500
Other Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Total 15-Minute Volume [veh/h] 5 5 2 0 1 17
Total Analysis Volume [veh/h] 19 20 7 0 5 69

Pedestrian Volume [ped/h]

D-20
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Sky Canyon Retail, Riverside County
Scenario 13: 13 AM E+C+P

Intersection Settings

Priority Scheme

Free

Free

Stop

Flared Lane

No

Storage Area [veh]

Two-Stage Gap Acceptance

Yes

Number of Storage Spaces in Median

Movement, Approach, & Intersection Results

V/C, Movement V/C Ratio

0.01

0.01 0.06

d_M, Delay for Movement [s/veh]

7.26

9.22 8.59

Movement LOS

95th-Percentile Queue Length [veh/In]

0.04

0.00

0.00

0.22 0.22

95th-Percentile Queue Length [ft/In]

0.89

0.00

0.00

5.59 5.59

d_A, Approach Delay [s/veh]

3.54

0.00

8.63

Approach LOS

d_I, Intersection Delay [s/veh]

6.47

Intersection LOS

D-21
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Sky Canyon Retail, Riverside County

Scenario 14: 14 PM E+C+P

Intersection Level Of Service Report
Intersection 11: Winchester Road at Project Driveway 1

Control Type: Two-way stop Delay (sec / veh): 254
Analysis Method: HCM 2000 Level Of Service: D
Analysis Period: 15 minutes Volume to Capacity (v/c): 0.337

Intersection Setup
Name Winchester Road Winchester Road Project Driveway 1
Approach Northbound Southbound Westbound
Lane Configuration I I I r I I I r'
Turning Movement Thru Right Left Thru Left Right
Lane Width [ft] 12.00 12.00 12.00 12.00
No. of Lanes in Entry Pocket 0 0 0 0 0 0
Entry Pocket Length [ft]
No. of Lanes in Exit Pocket 0 0 0 0 0 0
Exit Pocket Length [ft]
Speed [mph] 55.00 55.00 30.00
Grade [%] 0.00 0.00 0.00
Crosswalk No No No
Volumes
Name Winchester Road Winchester Road Project Driveway 1
Base Volume Input [veh/h] 2683 158 2051 85
Base Volume Adjustment Factor 1.0000 1.0000 1.0000 1.0000
Heavy Vehicles Percentage [%)] 2.00 2.00 2.00 2.00
Growth Factor 1.0000 1.0000 1.0000 1.0000
In-Process Volume [veh/h] 0 0 0 0
Site-Generated Trips [veh/h] 0 0 0 0
Diverted Trips [veh/h] 0 0 0 0
Pass-by Trips [veh/h] 0 0 0 0
Existing Site Adjustment Volume [veh/h] 0 0 0 0
Other Volume [veh/h] 0 0 0 0
Total Hourly Volume [veh/h] 2683 158 2051 85
Peak Hour Factor 0.9500 0.9500 0.9500 0.9500
Other Adjustment Factor 1.0000 1.0000 1.0000 1.0000
Total 15-Minute Volume [veh/h] 706 42 540 22
Total Analysis Volume [veh/h] 2824 166 2159 89
Pedestrian Volume [ped/h]

D-22
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Sky Canyon Retail, Riverside County
Scenario 14: 14 PM E+C+P

Intersection Settings

Priority Scheme

Free

Free

Stop

Flared Lane

Storage Area [veh]

Two-Stage Gap Acceptance

No

Number of Storage Spaces in Median

Movement, Approach, & Intersection Results

V/C, Movement V/C Ratio

0.34

d_M, Delay for Movement [s/veh]

25.39

Movement LOS

95th-Percentile Queue Length [veh/In]

0.00

0.00

0.00

1.43

95th-Percentile Queue Length [ft/In]

0.00

0.00

0.00

35.75

d_A, Approach Delay [s/veh]

0.00

0.00

25.39

Approach LOS

d_I, Intersection Delay [s/veh]

0.43

Intersection LOS

D-23
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Sky Canyon Retail, Riverside County

Scenario 14: 14 PM E+C+P

Control Type:
Analysis Method:

Intersection Level Of Service Report
Intersection 12: Sky Canyon Road at Project Driveway 2

Two-way stop
HCM 6th Edition
15 minutes

Analysis Period:

Intersection Setup

Delay (sec / veh):
Level Of Service:
Volume to Capacity (v/c):

9.1

0.010

Name Sky Canyon Road Sky Canyon Road Project Driveway 2
Approach Northbound Southbound Eastbound
Lane Configuration '1 I I I I" T
Turning Movement Left Thru Thru Right Left Right
Lane Width [ft] 12.00 12.00 12.00 12.00 12.00 12.00
No. of Lanes in Entry Pocket 0 0 0 0 0 0
Entry Pocket Length [ft]
No. of Lanes in Exit Pocket 0 0 0 0 0 0
Exit Pocket Length [ft]
Speed [mph] 30.00 30.00 30.00
Grade [%] 0.00 0.00 0.00
Crosswalk No No No
Volumes
Name Sky Canyon Road Sky Canyon Road Project Driveway 2
Base Volume Input [veh/h] 11 46 40 16 9 0
Base Volume Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Heavy Vehicles Percentage [%)] 2.00 2.00 2.00 2.00 2.00 2.00
Growth Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
In-Process Volume [veh/h] 0 0 0 0 0 0
Site-Generated Trips [veh/h] 0 0 0 0 0 0
Diverted Trips [veh/h] 0 0 0 0 0 0
Pass-by Trips [veh/h] 0 0 0 0 0 0
Existing Site Adjustment Volume [veh/h] 0 0 0 0 0 0
Other Volume [veh/h] 0 0 0 0 0 0
Total Hourly Volume [veh/h] 11 46 40 16 9 0
Peak Hour Factor 0.9500 0.9500 0.9500 0.9500 0.9500 0.9500
Other Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Total 15-Minute Volume [veh/h] 3 12 11 4 2 0
Total Analysis Volume [veh/h] 12 48 42 17 9 0

Pedestrian Volume [ped/h]

D-24
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Sky Canyon Retail, Riverside County
Scenario 14: 14 PM E+C+P

Intersection Settings

Priority Scheme

Free

Free

Stop

Flared Lane

No

Storage Area [veh]

Two-Stage Gap Acceptance

Yes

Number of Storage Spaces in Median

Movement, Approach, & Intersection Results

V/C, Movement V/C Ratio

0.01

0.01 0.00

d_M, Delay for Movement [s/veh]

7.35

9.09

Movement LOS

95th-Percentile Queue Length [veh/In]

0.02

0.00

0.00

0.00 0.03

95th-Percentile Queue Length [ft/In]

0.59

0.00

0.00

0.00 0.77

d_A, Approach Delay [s/veh]

1.47

0.00

9.09

Approach LOS

d_I, Intersection Delay [s/veh]

1.33

Intersection LOS

D-25
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Sky Canyon Retail, Riverside County

Scenario 14: 14 PM E+C+P

Control Type:
Analysis Method:

Intersection Level Of Service Report
Intersection 13: Sky Canyon Road at Project Driveway 3

Two-way stop
HCM 6th Edition
15 minutes

Analysis Period:

Intersection Setup

Delay (sec / veh):
Level Of Service:
Volume to Capacity (v/c):

9.8

0.011

Name Sky Canyon Road Sky Canyon Road Project Driveway 3
Approach Northbound Southbound Eastbound
Lane Configuration '1 I I I I" T
Turning Movement Left Thru Thru Right Left Right
Lane Width [ft] 12.00 12.00 12.00 12.00 12.00 12.00
No. of Lanes in Entry Pocket 0 0 0 0 0 0
Entry Pocket Length [ft]
No. of Lanes in Exit Pocket 0 0 0 0 0 0
Exit Pocket Length [ft]
Speed [mph] 30.00 30.00 30.00
Grade [%] 0.00 0.00 0.00
Crosswalk No No No
Volumes
Name Sky Canyon Road Sky Canyon Road Project Driveway 3
Base Volume Input [veh/h] 29 48 40 0 9 137
Base Volume Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Heavy Vehicles Percentage [%)] 2.00 2.00 2.00 2.00 2.00 2.00
Growth Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
In-Process Volume [veh/h] 0 0 0 0 0 0
Site-Generated Trips [veh/h] 0 0 0 0 0 0
Diverted Trips [veh/h] 0 0 0 0 0 0
Pass-by Trips [veh/h] 0 0 0 0 0 0
Existing Site Adjustment Volume [veh/h] 0 0 0 0 0 0
Other Volume [veh/h] 0 0 0 0 0 0
Total Hourly Volume [veh/h] 29 48 40 0 9 137
Peak Hour Factor 0.9500 0.9500 0.9500 0.9500 0.9500 0.9500
Other Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Total 15-Minute Volume [veh/h] 8 13 11 0 2 36
Total Analysis Volume [veh/h] 31 51 42 0 9 144

Pedestrian Volume [ped/h]

D-26
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Sky Canyon Retail, Riverside County
Scenario 14: 14 PM E+C+P

Intersection Settings

Priority Scheme

Free

Free

Stop

Flared Lane

No

Storage Area [veh]

Two-Stage Gap Acceptance

Yes

Number of Storage Spaces in Median

Movement, Approach, & Intersection Results

V/C, Movement V/C Ratio

0.02

0.01 0.14

d_M, Delay for Movement [s/veh]

7.35

9.83 9.02

Movement LOS

95th-Percentile Queue Length [veh/In]

0.06

0.00

0.00

0.52 0.52

95th-Percentile Queue Length [ft/In]

1.51

0.00

0.00

12.92 12.92

d_A, Approach Delay [s/veh]

2.78

0.00

9.07

Approach LOS

d_I, Intersection Delay [s/veh]

5.83

Intersection LOS

D-27



APPENDIX D-lI

EXISTING WITH AMBIENT GROWTH WITH PROJECT
WITH CUMULATIVE PROJECTS
TRAFFIC CONDITIONS
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Sky Canyon Retail, Riverside County

Scenario 7: 7 AM E+A+P+C

Intersection Level Of Service Report
Intersection 11: Winchester Road at Project Driveway 1

Control Type: Two-way stop Delay (sec / veh): 12.9
Analysis Method: HCM 2000 Level Of Service: B
Analysis Period: 15 minutes Volume to Capacity (v/c): 0.079

Intersection Setup
Name Winchester Road Winchester Road Project Driveway 1
Approach Northbound Southbound Westbound
Lane Configuration I I I r I I I r'
Turning Movement Thru Right Left Thru Left Right
Lane Width [ft] 12.00 12.00 12.00 12.00
No. of Lanes in Entry Pocket 0 0 0 0 0 0
Entry Pocket Length [ft]
No. of Lanes in Exit Pocket 0 0 0 0 0 0
Exit Pocket Length [ft]
Speed [mph] 55.00 55.00 30.00
Grade [%] 0.00 0.00 0.00
Crosswalk No No No
Volumes
Name Winchester Road Winchester Road Project Driveway 1
Base Volume Input [veh/h] 1512 91 2395 37
Base Volume Adjustment Factor 1.0000 1.0000 1.0000 1.0000
Heavy Vehicles Percentage [%)] 2.00 2.00 2.00 2.00
Growth Factor 1.0000 1.0000 1.0000 1.0000
In-Process Volume [veh/h] 0 0 0 0
Site-Generated Trips [veh/h] 0 0 0 0
Diverted Trips [veh/h] 0 0 0 0
Pass-by Trips [veh/h] 0 0 0 0
Existing Site Adjustment Volume [veh/h] 0 0 0 0
Other Volume [veh/h] 0 0 0 0
Total Hourly Volume [veh/h] 1512 91 2395 37
Peak Hour Factor 0.9500 0.9500 0.9500 0.9500
Other Adjustment Factor 1.0000 1.0000 1.0000 1.0000
Total 15-Minute Volume [veh/h] 398 24 630 10
Total Analysis Volume [veh/h] 1592 96 2521 39
Pedestrian Volume [ped/h]
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Sky Canyon Retail, Riverside County
Scenario 7: 7 AM E+A+P+C

Intersection Settings

Priority Scheme

Free

Free

Stop

Flared Lane

Storage Area [veh]

Two-Stage Gap Acceptance

No

Number of Storage Spaces in Median

Movement, Approach, & Intersection Results

V/C, Movement V/C Ratio

0.08

d_M, Delay for Movement [s/veh]

12.93

Movement LOS

95th-Percentile Queue Length [veh/In]

0.00

0.00

0.00

0.26

95th-Percentile Queue Length [ft/In]

0.00

0.00

0.00

6.41

d_A, Approach Delay [s/veh]

0.00

0.00

12.93

Approach LOS

d_I, Intersection Delay [s/veh]

0.12

Intersection LOS
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Sky Canyon Retail, Riverside County

Scenario 7: 7 AM E+A+P+C

Control Type:
Analysis Method:

Intersection Level Of Service Report
Intersection 12: Sky Canyon Road at Project Driveway 2

Two-way stop
HCM 6th Edition
15 minutes

Analysis Period:

Intersection Setup

Delay (sec / veh):
Level Of Service:
Volume to Capacity (v/c):

8.9

0.005

Name Sky Canyon Road Sky Canyon Road Project Driveway 2
Approach Northbound Southbound Eastbound
Lane Configuration '1 I I I I" T
Turning Movement Left Thru Thru Right Left Right
Lane Width [ft] 12.00 12.00 12.00 12.00 12.00 12.00
No. of Lanes in Entry Pocket 0 0 0 0 0 0
Entry Pocket Length [ft]
No. of Lanes in Exit Pocket 0 0 0 0 0 0
Exit Pocket Length [ft]
Speed [mph] 30.00 30.00 30.00
Grade [%] 0.00 0.00 0.00
Crosswalk No No No
Volumes
Name Sky Canyon Road Sky Canyon Road Project Driveway 2
Base Volume Input [veh/h] 7 17 7 11 5 0
Base Volume Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Heavy Vehicles Percentage [%)] 2.00 2.00 2.00 2.00 2.00 2.00
Growth Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
In-Process Volume [veh/h] 0 0 0 0 0 0
Site-Generated Trips [veh/h] 0 0 0 0 0 0
Diverted Trips [veh/h] 0 0 0 0 0 0
Pass-by Trips [veh/h] 0 0 0 0 0 0
Existing Site Adjustment Volume [veh/h] 0 0 0 0 0 0
Other Volume [veh/h] 0 0 0 0 0 0
Total Hourly Volume [veh/h] 7 17 7 11 5 0
Peak Hour Factor 0.9500 0.9500 0.9500 0.9500 0.9500 0.9500
Other Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Total 15-Minute Volume [veh/h] 2 4 2 3 1 0
Total Analysis Volume [veh/h] 7 18 7 12 5 0

Pedestrian Volume [ped/h]
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Sky Canyon Retail, Riverside County
Scenario 7: 7 AM E+A+P+C

Intersection Settings

Priority Scheme

Free

Free

Stop

Flared Lane

No

Storage Area [veh]

Two-Stage Gap Acceptance

Yes

Number of Storage Spaces in Median

Movement, Approach, & Intersection Results

V/C, Movement V/C Ratio

0.00

0.01 0.00

d_M, Delay for Movement [s/veh]

7.27

8.86

Movement LOS

95th-Percentile Queue Length [veh/In]

0.01

0.00

0.00

0.00 0.02

95th-Percentile Queue Length [ft/In]

0.33

0.00

0.00

0.00 0.40

d_A, Approach Delay [s/veh]

2.03

0.00

8.86

Approach LOS

d_I, Intersection Delay [s/veh]

1.94

Intersection LOS

D-32
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Sky Canyon Retail, Riverside County

Scenario 7: 7 AM E+A+P+C

Control Type:
Analysis Method:

Intersection Level Of Service Report
Intersection 13: Sky Canyon Road at Project Driveway 3

Two-way stop
HCM 6th Edition
15 minutes

Analysis Period:

Intersection Setup

Delay (sec / veh):
Level Of Service:
Volume to Capacity (v/c):

9.2

0.006

Name Sky Canyon Road Sky Canyon Road Project Driveway 3
Approach Northbound Southbound Eastbound
Lane Configuration '1 I I I I" T
Turning Movement Left Thru Thru Right Left Right
Lane Width [ft] 12.00 12.00 12.00 12.00 12.00 12.00
No. of Lanes in Entry Pocket 0 0 0 0 0 0
Entry Pocket Length [ft]
No. of Lanes in Exit Pocket 0 0 0 0 0 0
Exit Pocket Length [ft]
Speed [mph] 30.00 30.00 30.00
Grade [%] 0.00 0.00 0.00
Crosswalk No No No
Volumes
Name Sky Canyon Road Sky Canyon Road Project Driveway 3
Base Volume Input [veh/h] 18 19 7 0 5 66
Base Volume Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Heavy Vehicles Percentage [%)] 2.00 2.00 2.00 2.00 2.00 2.00
Growth Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
In-Process Volume [veh/h] 0 0 0 0 0 0
Site-Generated Trips [veh/h] 0 0 0 0 0 0
Diverted Trips [veh/h] 0 0 0 0 0 0
Pass-by Trips [veh/h] 0 0 0 0 0 0
Existing Site Adjustment Volume [veh/h] 0 0 0 0 0 0
Other Volume [veh/h] 0 0 0 0 0 0
Total Hourly Volume [veh/h] 18 19 7 0 5 66
Peak Hour Factor 0.9500 0.9500 0.9500 0.9500 0.9500 0.9500
Other Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Total 15-Minute Volume [veh/h] 5 5 2 0 1 17
Total Analysis Volume [veh/h] 19 20 7 0 5 69

Pedestrian Volume [ped/h]
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Sky Canyon Retail, Riverside County
Scenario 7: 7 AM E+A+P+C

Intersection Settings

Priority Scheme

Free

Free

Stop

Flared Lane

No

Storage Area [veh]

Two-Stage Gap Acceptance

Yes

Number of Storage Spaces in Median

Movement, Approach, & Intersection Results

V/C, Movement V/C Ratio

0.01

0.01 0.06

d_M, Delay for Movement [s/veh]

7.26

9.22 8.59

Movement LOS

95th-Percentile Queue Length [veh/In]

0.04

0.00

0.00

0.22 0.22

95th-Percentile Queue Length [ft/In]

0.89

0.00

0.00

5.59 5.59

d_A, Approach Delay [s/veh]

3.54

0.00

8.63

Approach LOS

d_I, Intersection Delay [s/veh]

6.47

Intersection LOS
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Version 2020 (SP 0-3)

Sky Canyon Retail, Riverside County

Scenario 8: 8 PM E+A+P+C

Intersection Level Of Service Report
Intersection 11: Winchester Road at Project Driveway 1

Control Type: Two-way stop Delay (sec / veh): 27.0
Analysis Method: HCM 2000 Level Of Service: D
Analysis Period: 15 minutes Volume to Capacity (v/c): 0.355

Intersection Setup
Name Winchester Road Winchester Road Project Driveway 1
Approach Northbound Southbound Westbound
Lane Configuration I I I r I I I r'
Turning Movement Thru Right Left Thru Left Right
Lane Width [ft] 12.00 12.00 12.00 12.00
No. of Lanes in Entry Pocket 0 0 0 0 0 0
Entry Pocket Length [ft]
No. of Lanes in Exit Pocket 0 0 0 0 0 0
Exit Pocket Length [ft]
Speed [mph] 55.00 55.00 30.00
Grade [%] 0.00 0.00 0.00
Crosswalk No No No
Volumes
Name Winchester Road Winchester Road Project Driveway 1
Base Volume Input [veh/h] 2779 158 2117 85
Base Volume Adjustment Factor 1.0000 1.0000 1.0000 1.0000
Heavy Vehicles Percentage [%)] 2.00 2.00 2.00 2.00
Growth Factor 1.0000 1.0000 1.0000 1.0000
In-Process Volume [veh/h] 0 0 0 0
Site-Generated Trips [veh/h] 0 0 0 0
Diverted Trips [veh/h] 0 0 0 0
Pass-by Trips [veh/h] 0 0 0 0
Existing Site Adjustment Volume [veh/h] 0 0 0 0
Other Volume [veh/h] 0 0 0 0
Total Hourly Volume [veh/h] 2779 158 2117 85
Peak Hour Factor 0.9500 0.9500 0.9500 0.9500
Other Adjustment Factor 1.0000 1.0000 1.0000 1.0000
Total 15-Minute Volume [veh/h] 731 42 557 22
Total Analysis Volume [veh/h] 2925 166 2228 89
Pedestrian Volume [ped/h]
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Sky Canyon Retail, Riverside County
Scenario 8: 8 PM E+A+P+C

Intersection Settings

Priority Scheme

Free

Free

Stop

Flared Lane

Storage Area [veh]

Two-Stage Gap Acceptance

No

Number of Storage Spaces in Median

Movement, Approach, & Intersection Results

V/C, Movement V/C Ratio

0.35

d_M, Delay for Movement [s/veh]

27.03

Movement LOS

95th-Percentile Queue Length [veh/In]

0.00

0.00

0.00

1.53

95th-Percentile Queue Length [ft/In]

0.00

0.00

0.00

38.32

d_A, Approach Delay [s/veh]

0.00

0.00

27.03

Approach LOS

d_I, Intersection Delay [s/veh]

0.44

Intersection LOS
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Sky Canyon Retail, Riverside County

Scenario 8: 8 PM E+A+P+C

Control Type:
Analysis Method:

Intersection Level Of Service Report
Intersection 12: Sky Canyon Road at Project Driveway 2

Two-way stop
HCM 6th Edition
15 minutes

Analysis Period:

Intersection Setup

Delay (sec / veh):
Level Of Service:
Volume to Capacity (v/c):

9.1

0.010

Name Sky Canyon Road Sky Canyon Road Project Driveway 2
Approach Northbound Southbound Eastbound
Lane Configuration '1 I I I I" T
Turning Movement Left Thru Thru Right Left Right
Lane Width [ft] 12.00 12.00 12.00 12.00 12.00 12.00
No. of Lanes in Entry Pocket 0 0 0 0 0 0
Entry Pocket Length [ft]
No. of Lanes in Exit Pocket 0 0 0 0 0 0
Exit Pocket Length [ft]
Speed [mph] 30.00 30.00 30.00
Grade [%] 0.00 0.00 0.00
Crosswalk No No No
Volumes
Name Sky Canyon Road Sky Canyon Road Project Driveway 2
Base Volume Input [veh/h] 11 47 42 16 9 0
Base Volume Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Heavy Vehicles Percentage [%)] 2.00 2.00 2.00 2.00 2.00 2.00
Growth Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
In-Process Volume [veh/h] 0 0 0 0 0 0
Site-Generated Trips [veh/h] 0 0 0 0 0 0
Diverted Trips [veh/h] 0 0 0 0 0 0
Pass-by Trips [veh/h] 0 0 0 0 0 0
Existing Site Adjustment Volume [veh/h] 0 0 0 0 0 0
Other Volume [veh/h] 0 0 0 0 0 0
Total Hourly Volume [veh/h] 11 47 42 16 9 0
Peak Hour Factor 0.9500 0.9500 0.9500 0.9500 0.9500 0.9500
Other Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Total 15-Minute Volume [veh/h] 3 12 11 4 2 0
Total Analysis Volume [veh/h] 12 49 44 17 9 0

Pedestrian Volume [ped/h]
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Sky Canyon Retail, Riverside County
Scenario 8: 8 PM E+A+P+C

Intersection Settings

Priority Scheme

Free

Free

Stop

Flared Lane

No

Storage Area [veh]

Two-Stage Gap Acceptance

Yes

Number of Storage Spaces in Median

Movement, Approach, & Intersection Results

V/C, Movement V/C Ratio

0.01

0.01 0.00

d_M, Delay for Movement [s/veh]

7.36

9.10

Movement LOS

95th-Percentile Queue Length [veh/In]

0.02

0.00

0.00

0.00 0.03

95th-Percentile Queue Length [ft/In]

0.59

0.00

0.00

0.00 0.77

d_A, Approach Delay [s/veh]

1.45

0.00

9.10

Approach LOS

d_I, Intersection Delay [s/veh]

1.30

Intersection LOS
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Sky Canyon Retail, Riverside County

Scenario 8: 8 PM E+A+P+C

Control Type:
Analysis Method:

Intersection Level Of Service Report
Intersection 13: Sky Canyon Road at Project Driveway 3

Two-way stop
HCM 6th Edition
15 minutes

Analysis Period:

Intersection Setup

Delay (sec / veh):
Level Of Service:
Volume to Capacity (v/c):

9.8

0.011

Name Sky Canyon Road Sky Canyon Road Project Driveway 3
Approach Northbound Southbound Eastbound
Lane Configuration '1 I I I I" T
Turning Movement Left Thru Thru Right Left Right
Lane Width [ft] 12.00 12.00 12.00 12.00 12.00 12.00
No. of Lanes in Entry Pocket 0 0 0 0 0 0
Entry Pocket Length [ft]
No. of Lanes in Exit Pocket 0 0 0 0 0 0
Exit Pocket Length [ft]
Speed [mph] 30.00 30.00 30.00
Grade [%] 0.00 0.00 0.00
Crosswalk No No No
Volumes
Name Sky Canyon Road Sky Canyon Road Project Driveway 3
Base Volume Input [veh/h] 29 49 42 0 9 137
Base Volume Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Heavy Vehicles Percentage [%)] 2.00 2.00 2.00 2.00 2.00 2.00
Growth Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
In-Process Volume [veh/h] 0 0 0 0 0 0
Site-Generated Trips [veh/h] 0 0 0 0 0 0
Diverted Trips [veh/h] 0 0 0 0 0 0
Pass-by Trips [veh/h] 0 0 0 0 0 0
Existing Site Adjustment Volume [veh/h] 0 0 0 0 0 0
Other Volume [veh/h] 0 0 0 0 0 0
Total Hourly Volume [veh/h] 29 49 42 0 9 137
Peak Hour Factor 0.9500 0.9500 0.9500 0.9500 0.9500 0.9500
Other Adjustment Factor 1.0000 1.0000 1.0000 1.0000 1.0000 1.0000
Total 15-Minute Volume [veh/h] 8 13 11 0 2 36
Total Analysis Volume [veh/h] 31 52 44 0 9 144

Pedestrian Volume [ped/h]
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Sky Canyon Retail, Riverside County
Scenario 8: 8 PM E+A+P+C

Intersection Settings

Priority Scheme

Free

Free

Stop

Flared Lane

No

Storage Area [veh]

Two-Stage Gap Acceptance

Yes

Number of Storage Spaces in Median

Movement, Approach, & Intersection Results

V/C, Movement V/C Ratio

0.02

0.01 0.14

d_M, Delay for Movement [s/veh]

7.35

9.84 9.03

Movement LOS

95th-Percentile Queue Length [veh/In]

0.06

0.00

0.00

0.52 0.52

95th-Percentile Queue Length [ft/In]

1.52

0.00

0.00

12.94 12.94

d_A, Approach Delay [s/veh]

2.75

0.00

9.08

Approach LOS

d_I, Intersection Delay [s/veh]

5.77

Intersection LOS
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